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by the District Supervisor. The test in-
terval for each BOP component tested
shall be sufficient to demonstrate that
the component is effectively holding
pressure. The charts shall be certified
as correct by the operator’s representa-
tive at the facility.

(e) The time, date, and results of all
pressure tests, actuations, inspections,
and crew drills of the BOP system, sys-
tem components, and marine risers
shall be recorded in the operations log.
The BOP tests shall be documented in
accordance with the following:

(1) The documentation shall indicate
the sequential order of BOP and auxil-
iary equipment testing and the pres-
sure and duration of each test. As an
alternate, the documentation in the
operations log may reference a BOP
test plan that contains the required in-
formation and is retained on file at the
facility.

(2) The control station used during
the test shall be identified in the oper-
ations log. For a subsea system, the
pod used during the test shall be iden-
tified in the operations log.

(3) Any problems or irregularities ob-
served during BOP and auxiliary equip-
ment testing and any actions taken to
remedy such problems or irregularities
shall be noted in the operations log.

(4) Documentation required to be en-
tered in the operation log may instead
be referenced in the operations log. All
records including pressure charts, oper-
ations log, and referenced documents
pertaining to BOP tests, actuations,
and inspections, shall be available for
MMS review at the facility for the du-
ration of well-workover activity. Fol-
lowing completion of the well-
workover actity, all such records shall
be retained for a period of 2 years at
the facility, at the lessee’s filed office
nearest the OCS facility, or at another
location conveniently available to the
District Supervisor.

[53 FR 10690, Apr. 1, 1988, as amended at 54
FR 50617, Dec. 8, 1989; 56 FR 1915, Jan. 18,
1991. Redesignated at 63 FR 29479, May 29,
1998]

§ 250.617 Tubing and wellhead equip-
ment.

The lessee shall comply with the fol-
lowing requirements during well-

workover operations with the tree re-
moved:

(a) No tubing string shall be placed in
service or continue to be used unless
such tubing string has the necessary
strength and pressure integrity and is
otherwise suitable for its intended use.

(b) In the event of prolonged oper-
ations such as milling, fishing, jarring,
or washing over that could damage the
casing, the casing shall be pressure
tested, calipered, or otherwise evalu-
ated every 30 days and the results sub-
mitted to the District Supervisor.

(c) When reinstalling the tree, the
wellhead shall be equiped so that all
annuli can be monitored for sustained
pressure. If sustained casing pressure is
observed on a well, the lessee shall im-
mediately notify the District Super-
visor.

(d) Wellhead, tree, and related equip-
ment shall have a pressure rating
greater than the shut-in tubing pres-
sure and shall be designed, installed,
used, maintained, and tested so as to
achieve and maintain pressure control.
The tree shall be equipped with a mini-
mum of one master valve and one sur-
face safety valve in the vertical run of
the tree when it is reinstalled.

(e) Subsurface safety equipment shall
be installed, maintained, and tested in
compliance with § 250.801 of this part.

[53 FR 10690, Apr. 1, 1988, as amended at 54
FR 50617, Dec. 8, 1989; 55 FR 47753, Nov. 15,
1990. Redesignated and amended at 63 FR
29479, 29485, May 29, 1998]

§ 250.618 Wireline operations.

The lessee shall comply with the fol-
lowing requirements during routine, as
defined in § 250.601 of this part, and
nonroutine wireline workover oper-
ations:

(a) Wireline operations shall be con-
ducted so as to minimize leakage of
well fluids. Any leakage that does
occur shall be contained to prevent pol-
lution.

(b) All wireline perforating oper-
ations and all other wireline operations
where communication exists between
the completed hydrocarbon-bearing
zone(s) and the wellbore shall use a lu-
bricator assembly containing at least
one wireline valve.

VerDate 25<JUN>98 12:11 Aug 05, 1998 Jkt 179117 PO 00000 Frm 00309 Fmt 8010 Sfmt 8010 Y:\SGML\179117T.XXX pfrm04 PsN: 179117T



314

30 CFR Ch. II (7–1–98 Edition) § 250.700

(c) When the lubricator is initially
installed on the well, it shall be suc-
cessfully pressure tested to the ex-
pected shut-in surface pressure.

[53 FR 10690, Apr. 1, 1988. Redesignated and
amended at 63 FR 29479, 29485, May 29, 1998]

Subpart G—Abandonment of
Wells

§ 250.700 General requirements.
(a) The lessee shall abandon all wells

in a manner to assure downhole isola-
tion of hydrocarbon zones, protection
of freshwater aquifers, clearance of
sites so as to avoid conflict with other
uses of the Outer Continental Shelf
(OCS), and prevention of migration of
formation fluids within the wellbore or
to the seafloor. Any well which is no
longer used or useful for lease oper-
ations shall be plugged and abandoned
in accordance with the provisions of
this subpart. However, no production
well shall be abandoned until its lack
of capacity for further profitable pro-
duction of oil, gas, or sulphur has been
demonstrated to the satisfaction of the
District Supervisor. No well shall be
plugged if the plugging operations
would jeopardize safe and economic op-
erations of nearby wells, unless the
well poses a hazard to safety or the en-
vironment.

(b) Lessees must plug and abandon
all well bores, remove all platforms or
other facilities, and clear the ocean of
all obstructions to other users. This
obligation:

(1) Accrues to the lessee when the
well is drilled, the platform or other fa-
cility is installed, or the obstruction is
created; and

(2) Is the joint and several respon-
sibility of all lessees and owners of op-
erating rights under the lease at the
time the obligation accrues, and of
each future lessee or owner of operat-
ing rights, until the obligation is satis-
fied under the requirements of this
part.

[53 FR 10690, Apr. 1, 1988, as amended at 62
FR 27955, May 22, 1997. Redesignated at 63 FR
29479, May 29, 1998]

§ 250.701 Approvals.
The lessee shall not commence aban-

donment operations without prior ap-

proval of the District Supervisor. The
lessee shall submit a request on Form
MMS–124, Sundry Notices and Reports
on Wells, for approval to abandon a
well and a subsequent report of aban-
donment within 30 days from comple-
tion of the work in accordance with the
following:

(a) Notice of Intent to Abandon Well. A
request for approval to abandon a well
shall contain the reason for abandon-
ment including supportive well logs
and test data, a description and sche-
matic of proposed work including
depths, type, location, length of plugs,
the plans for mudding, cementing,
shooting, testing, casing removal, and
other pertinent information.

(b) Subsequent report of abandonment.
The subsequent report of abandonment
shall include a description of the man-
ner in which the abandonment or plug-
ging work was accomplished, including
the nature and quantities of materials
used in the plugging, and all informa-
tion listed in paragraph (a) of this sec-
tion with a revised schematic. If an at-
tempt was made to cut and pull any
casing string, the subsequent report
shall include a description of the meth-
ods used, size of casing removed, depth
of the casing removal point, and the
amount of the casing removed from the
well.

[53 FR 10690, Apr. 1, 1988, as amended at 58
FR 49928, Sept. 24, 1993. Redesignated at 63
FR 29479, May 29, 1998]

§ 250.702 Permanent abandonment.
(a) Isolation of zones in open hole. In

uncased portions of wells, cement plugs
shall be set to extend from a minimum
of 100 feet below the bottom to 100 feet
above the top of any oil, gas, or fresh-
water zones to isolate fluids in the
strata in which they are found and to
prevent them from escaping into other
strata or to the seafloor. The place-
ment of additional cement plugs to
prevent the migration of formation
fluids in the wellbore may be required
by the District Supervisor.

(b) Isolation of open hole. Where there
is an open hole below the casing, a ce-
ment plug shall be placed in the deep-
est casing by the displacement method
and shall extend a minimum of 100 feet
above and 100 feet below the casing
shoe. In lieu of setting a cement plug
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